
BRONZE BALL VALVE
1/4” through 4”
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THREADED ENDS
B6000-M3, 1/4” - 4”

SOLDER ENDS
B6001-M3, 3/8” - 3”

B1

¼
3/8
½
¾
1

1-1/4
1-1/2

2
2-1/2

3
4

A
3.31
3.31
3.31
4.65
4.65
5.28
5.28
7.87
7.87
7.87
7.87

B
1.81
1.81
2.17
2.56
2.95
3.43
3.74
4.33
5.35
6.06
6.46

B1
- - -
1.65
1.93
2.76
3.31
3.78
4.29
5.31
6.42
7.28
- - -

C
1.45
1.45
1.54
1.97
2.13
2.60
2.76
3.46
3.86
4.17
4.17

D
.39
.39
.50
.79
.98

1.26
1.50
1.97
2.48
2.95
2.95
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DESCRIPTION
NUT
HANDLE
PACKING NUT
STEM PACKING
STEM
STEM, SS Version
BODY
SEAT
BALL, 1/4” - 3/4”

1” - 4”
SS Version

ADAPTER
THRUST WASHER

AISI 1010 Steel
ASTM A283-D Steel, Vinyl Insulator
ASTM B16 Gr. C36000
PTFE
ASTM B16 Gr. C36000
316 Stainless Steel
ASTM B584 Gr. C83600
Uniseal
ASTM B16 Gr. C36000, Hard Chrome Plate
ASTM B124 Gr. C37700, Hard Chrome Plate
316 Stainless Steel
ASTM B124 Gr. C37700
PTFE

TM

MATERIALS of CONSTRUCTION
SERIES B6000 / B6001

1500 S.E. 89th STREET, OKLAHOMA CITY, OK. 73149
TEL: (405) 631-1533 FAX: (405) 631-5034

Size
CV

Rating
Operating

Torque
Weight
(lbs.)

1/4”, 3/8”
1/2”
3/4”
1”

1-1/4”
1-1/2”

2”
2-1/2”

3”
4”

30
45
60
90

120
200
370
425
675
675

.3
.45
.9

1.3
2.1
2.85
5.5
13.2
14.4
16

6.5
10
27
48
72

100
200
375
530
530

Torque in inch-pounds @ Full Rated Pressure.
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Pressure / Temperature Chart


