SERIES C7100-M3 / S8100-M3 o 250
UNIBODY BALL VALVE 10-14-2005
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FIRESAFE to API 607, 4th Edition
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DIMENSIONAL DATA

SIZE DIMENSION

(n)| A B D H L R @S (Thread)

% | 2281110 31 [ 1.97 | 429| .16 | .25 (1/4-28 UNF)
3/8 [ 2.28 | 110 | .31 | 1.97 | 429| .16 | .25 (1/4-28 UNF)
% 1260|110 | 31 | 1.97 | 429| .16 | .25 (1/4-28 UNF)
% | 283|134 | 47 | 220 | 429| .20 |.31(5/16-24 UNF)
1 [323]1.61] 62 | 256 | 5.75| .28 |.46 (7/16-14 UNC)
1-1/4) 3.54 | 1.97 | .81 | 2.76 | 5.75| .28 |.46 (7/16-14 UNC)
1-1/2] 3.86 | 2.24 | 1.00 | 3.29 | 7.40| .35 |.56 (9/16-12 UNC)
2 |500| 276|125 | 349 | 7.40| .35 |.56 (9/16-12 UNC)
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Pressure / Temperature Chart
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Weight| CV | Operating

Size (Ibs.) | Rating| Torque
1/4" .20 3 40
3/8” .31 3 40
1/2" .66 3 40
3/4” .93 9 50
1" 1.54 14 115
1-1/4" 2.12 19.5 180
1-1/2" 3.22 33 230
2" | 465 52 315

Torgue in inch-pounds @ Full Rated Pressure

MATERIALS of CONSTRUCTION

Index| DESCRIPTION | SERIES C7100 ] SERIES $8100
1| BODY ASTM A216 Gr. WCB ASTMA351 Gr. CF8M
2 | SEAT RETAINER _ |ASTM A216 Gr. WCB ASTM A351 Gr. CF8M
3 | BALL 304SS /31658 316SS
4 _| STEM 12014/ 316SS 316SS
5 | SEAT UNISEAL ™ MINERAL FILLED PTFE]UNISEAL ™ MINERAL FILLED PTFE*
6 | THRUST WASHER |RTFE/TFE RTFE / TFE
7 | STEM PACKING _ |GRAFOIL GRAFOIL
8 | GLAND ASTM A283 CS 316SS
9 |'NUT ASTM A283 CS 304SS
10 | LOCK HANDLE ASTM A283 CS 304SS
*MTFE

Uni-Body Construction, Threaded Ends
Ball & Stem Pasitively Grounded to Body
Size: ¥4' - 2" 2000 psi

Pressure Rating: 2000 WOG (1/4” - 27)

Steam Rating: 150 psi Saturated Steam w/ UNISEAL Seat
250 psi Saturated Steam w/ Mineral-Filled PTFE Seat

KF Contromatics 5005 g goth STREET, OKLAHOMA CITY, OK. 73149
Industrial Products TEL: (405)631-1533  FAX: (405) 631-5034

A division of CI Z@f)l{. International, Inc.






