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SERIES C7200-SS-M3 / S8200-M3 Sheet 1 f2
TWO-PIECE WELDED BALL VALVE o
@ 1/4" through 4"

— I

DIMENSIONAL DATA For 2-1/2" - 4

SIZE DIMENSION

(n)| A B C @D E | @G| @J(Thread) K L P
Ve | 232|213 | 37 | 43 | 531 1.42| .31 (M8P1.25) | 20 | 59 | M5
3/8 1232|213 | 37 | 49 | 531| 1.42| .31 (M8-P1.25) | .20 | 59 | M5
Vo | 244 | 224 | 47 | 59 | 531| 1.42| 31 (M8-P1.25) | .20 | 67 | M5
% | 287|246 | 53 | 79 | 5.31| 1.42| 39(M10-P15) | 24 | .79 | M5
1 |335|270| .71 | 1.00 | 650 | 1.65| 47 (M12-P1.75) | .31 | 94 | M5
1-1/4 382 | 291 | .71 | 1.26 | 6.50| 1.65| .47 (M12-P1.75)| .31 | 94 | M5
1-1/2| 453 | 356 | .71 | 150 | 6.89| 1.97| .55(M14-P2) | .31 | 94 | M6
2 | 528|392 .71 | 197 | 6.89| 1.97| .55(M14-P2) | .31 | 94 | M6
2-1/2| 6.61 | 506 | 1.14 | 2.56 | 9.57 | 2.76 | .75 (3/4-10 UNC)| .47 | 157 | M8
3 |752|549 | 114 | 315 | 957 | 2.76 |.75(3/4-10 UNC)| .47 | 1.57 | M8
4 [9.09 659|122 | 393 |10.79 4.02| .98(1-8UNC) | 63 | 1.81 | M10
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CV | Operating | Weight
Size | Rating| Torque | (Ibs.)
114" 7 60 .83
3/8" 8 60 V4
112" 15 80 .79
347 35 90 1.25
17 60 150 213
1-1/4" 105 230 3.96
1-1/2" 150 250 4.67
2" 300 400 7.73
2-1/2" 480 600 14.24
3 750 1050 25.9
4’ 900 1500 44.75

Torque in inch-pounds @ Full Rated Pressure.

MATERIALS of CONSTRUCTION

Index| DESCRIPTION SERIES C7200 SERIES $8200
1 BODY ** . ASTMA216 Gr. WCB ASTM A351 Gr. CF8M
2 | END CAP* ASTM A216 Gr. WCB ASTM A351 Gr. CF8M
3 | BALL ASTM A351 Gr. CF8M/316 ASTM A351 Gr. CF8M/316
4 | SEAT UNISEAL ™, Mineral-Filled PTFE*|UNISEAL ™, Mineral-Filled PTFE*
5 | THRUST WASHER PTFE PTFE
6 | STEM PACKING PTFE PTFE
7 | STEM ASTMA276 Gr. 316 ASTM A276 Gr. 316
8 | GLAND AISI 304 AlIS| 304
9 | HANDLE WASHER AISI 304 AISI 304
10 | HANDLE NUT AlSi 304 AIS| 304
11_| HANDLE ZINC PLATED STEEL AlISI 304
12 | STOP SCREW CARBON STEEL AlS| 304
14 | ANTI-STATIC SPRING |AISI 304 AISI 304
15 | STOP NUT CARBON STEEL AISI 304
16 | NAMEPLATE STAINLESS STEEL STAINLESS STEEL
17 | BODY SEAL PTEE PTFE
*MTFE

** Heat numbers and MTR's available

Two-Piece Full Port Threaded Ends
Ball & Stem positively grounded to Body
ISO 5211 Mounting Pad

Pressure Rating: 2000 WOG (1/4” - 2" Size)
1500 WOG (2-1/2" - 4”; Size)

Steam Rating: 150 WSP w/ UNISEAL Seat
250 WSP w/ Mineral-Filled PTFE Seat

———=Pg= KF Contromatics ;5 5E goth STREET, OKLAHOMA CITY, OK. 73149
Industrial Products TEL: (405)631-1533  FAX: (405) 631-5034

Adivision of CTRCDR International, Tnc.






