Contromatics C7200-55-M3/S8200-M3

~ "ITwo-Piece Ball Valves

The Contromatics two-piece construction ball valves are full port valves thar yield Pressure Temperature Graph
optimum performance ar a reasonable cost. The safery and performance related fearures

combine to make the Contromartics welded rwo-piece a truly cost effective solution o 2000 e T

many of today's most demanding chemical, petro-chemical, pulp and paper, exxile,

OEM and general industrial applications. o V-4 |
Utilizing the Contromatics Uniseal ™, {modified virgin PTFE), seat pressures and '

temperatures for reinforced PTFE are achieved while maintaining chemical compatability \

of virgin PTFE. 1000 5

Maximum Difermntial Pressure, psi

-200 150 300 450 ©00

Temperatre, F

Features & Benefits

1/4"-4" Full Port
Optional Locking Handles

b Bottom Entry
Blow-0ut Proof Stem

Adjustable Packing Gland

150 5211 Mounting Pad
Threaded Ends, (ANSI B1.20.3)
Pressure Balanced Ball

Seal Welded Construction

316 5SS Trim Standard

Positive Grounding

NACE MR01-75

CE 1/2" and Larger

CRN# OC 784150126789

—=T4 KF Contromatics
' - Industrial Products

A division of CIP@)R International, Inc.

Superior Fluid Control
Products for the Petrochemical
and Industrial Markets

www.contromatics.com




Contromatics Two-Piece Steel Ball Valves €7200-55-M3/S8200-M3

Materials of Construction

Index | Description Stainless Steel Carbon Steel
/—\ 1 Body** 2 ASTM A351-CFEM | ASTM A216-WCB
| ri 2 | End Cap** ASTM A351-CF8M | ASTM A216-WCB
f;":.-" 3 Seat Uniseal™ Unigeal™
£ ASTM A351- ASTM A351-
® ol i CFaM/316 CFRMI316
5 Thrust Washer PTFE PTFE
. 7 | 6 | StemPacking | PTFE PTFE
10 " : 7 | Stem ASTM AZ76-316 | ASTM A276-316
/] /® g | Gland AISI 304 AISI 304
@ oL o = 9 | Handle Washer | AISI 304 AlSI 304
8 il ! 10| Handle Nut AlSI 304 AISI3M |
?\L [ ] K ] 11 | Handle AISI 304 Zine Plated Steel
Q\ 12 | Handle Cover PVC PV
% - 12 | Stop Screw AlS] 304 Carbon Steel
@ | E— **Heat numbers and MTR's available
=" 1 - Dimensional Data
®/ TR | i _"_"E’l_' i Size (In.)
@ Ya | s | Ve |3 | 1 |1Vaj12) 2 |21z 3 [
@,/jﬁﬁ D [0.43[0.49] 059]0.79[1.00 [1.26|1.50]1.97[256[3.15[393
L BG | 142142142 (142 |1.65 | 165 [1.97 | 1.97 | 2.76 | 2.76 | 4.02
®/ H | 236|236 (244|268 |3.15[3.39[3.39]|3.74]5.20 | 5.63 | 6.95
| [020]020) 020020031 (031031031 ]047 |047)063
Twa-Pieca Full Port Threaded Ends |82 | 0:31]031] 0.31{0.39 | 0.47 [ 0.47 [ 055 [ 055 [ 0.75 | 0.75 [ 0.98
IS0 5211 Mounting Pad K [037)037|047 (0530|071 |07 (071 )1.04]1.04 (1.2
Size : 1/¢"-2" 2000 Psi L |232]232]244] 287335 [382 4,53 |5.28] 6.61| 7.52 | 9.09
i 215" 4" 1500 Psi Wo[3.94|394]394) 476 [6.02 [6.02)7.09|7.09]10.43)10.4311.02
For 2V/2"-4" 150 Psi Saturated Steam M| M5 | MG | S| M5 | M5 | M5 | MS [ ME | ME | MEB M0
Operating Torque (In-Lb), Maximum Breakaway Flow Coefficient (Cy)
Size (In.) Size (In.)
Rating 2000 WOG 1500 WOG e | 38 | Y2 | 3 1 | 1s (12| 2 |21z “3 [
a | 38 | 12 3!-1_ 1 |[1yaf12| 2 |22 3 4 7 g 15 | 35 60 | 105 | 150 | 300 | 480 | 750 | 900
60 | 60 | 80 | 90 | 150 | 230 [ 250 | 400 | 600 | 1050 | 1500

How To Order Information

1" C7200-SS-LH-M3

Size Model Trim {Ball/Stem) Options Revision

/4"~ 4'FP C7200=Carbon Steel 55=316 Stainless Steel | Blank=Lever
S8200=5tainless Steel LH=Lever Locking
0V=0val

0VLH=0val Locking
LL=Tamper Proof Locking Lever
OVL=Tamper Proof Locking Oval
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