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Contromatics offers high quality at an economical price with it's new M3 model Pressure Temperature Graph

of the Series 7700/8700 Ball Valves. All standardly supplied with 316 Stainless Steel

trim and Uniseal™, (modified virgin PTFE), seat, making these valves suitable for a 100¢

wide variety of applications with pressures up to 1000 psi and temperature ranges from g
-20°F to 450°E S 750
The new M3 model of the 7700/8700 Series Valve is supplied with drilled ISO E
5211 mounting pad and square stem, allowing direct mounting of pneumatic actuators. § 500
The total of these features and options makes the 7700/8700 M3 model a cost 2

effective alternative to other valves on the marker today. E
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Features & Benefits

Three-Piece Construction for
Ease of Maintenance

Bottom Loaded |
Blow-Out Proof Stem |

Live Loaded PTFE Stem Packing

ISO 5211 Facilitates Direct |
Actuator Mounting |

Full Port for Maximum Flow
NPTF Ends to ANSI B1.20.3
Socket Weld Ends to ANSI B16.11
Butt Weld Ends to ANSI B16.25
Positive Grounding |

NACE MRO1-75

CE 11/4" and Larger

CRN# OC 784150126789 |

Industrial Products
A division of CI@R International, Inc.

Superior Fluid Control
Products for the Petrochemical
and Industrial Markets
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Contromatics Three-Piece Ball Valves 7700-M3/8700-M3

— < BB Materials of Construction
g\ < Index| Description Stainless Steel Carbon Steel
'l : 1 | Body*™* ASTM A351-CF8M | ASTM A216-WCB
2 | Adapter** ASTM A351-CF3M | ASTM A216-WCB
. 3 | Ban ASTM A351- ASTM A351-
= CF8M/316 CF8M/316
4 Seat Uniseal™ Uniseal™
S 5 | Body Seal PTFE PTFE
6 Thrust Washer PTFE PTFE
Butt Weld 7 | Stem Packing PTFE PTFE
8 Follower AlS| 304 AISI 304
9 | Belleville Washer | AISI 301 AISI 301
10 | Stem ASTM A276-316 | ASTM A276-316
11 | Packing Nut AlS| 304 AlSI 304
12 | Bolt AlISI 304 Carbon Steel
13 | Nut AlS| 304 AlSI 304
14 | Spring Washer AISI 304 AISI 304
**Heat numbers and MTR's available
= o kel
o X | =| Dimensional Data
Dim Size {In.)
2. B : Va | 3] 2|3 | 1 [1a]112] 2 [212] 3 | &
@ Socket Weld |00 [0.43049]059[0.79[1.00 [1.26 | 1.50 | 1.97 [ 2.56 | 3.15 | 3.93
L oeret e | [035]035]035]035(043]043]055]055]067]0.67[0.86
0J |047]047]|047] 047055 [055]0.79]0.79]0.94 [ 0.94 | 1.10
3-Piece Full Port Ball Valve K [039]039]039]0.39[051|051]074]0.74]082]082]1.14
1/4"-4" 1000 PSI WOG L |263]263]291]327[370]4.13]4.72]5.35]6.59]7.44]|9.17
150 Psi Saturated Steam OF |055]069]085]1.07]1.33]1.68[1.92|240]290]3.53[453
X |039]039]051]059]059 [059]0.62]0.66]0.66|0.66]0.78
: oF 073|073 088]1.12[1.35 [1.71 ] 1.96 | 2.48 | 3.30 | 3.85 | 4.60
Operating Torque (In-Lb) SO | F03- | Fo- | Fo3- | Fo3- Foa- | Foa- | Fos- | Fos- | Fo7-| Fo7- [ Fro-
Size (In.) 5211| Fo4 | Foa | Fo4 | Fo4 | Fo5 | Fos | Fo7 | Fo7 | F10 | F10 | F12
Rating 1000 WOG
1 3 1 3 1 1 1
ALMCAEAE L§J1k| B IERT Flow Coefficient (Cy)
30 [ 30 [ 35 [ 35 [ 75 [ 90 [ 105 | 290 | 390 | 550 | 890 Size (In.)
1000 AP Yo | 3f8 | 12 | 3 1 |1Ya({12]| 2 [212] 3 4
35 [ 35 ] 45 [ 55 [ 100 ] 130 | 200 | 500 | 550 | 780 | 1200 7 | 8 | 15 [ 35 | 60 [ 105 | 150 [ 305 | 480 | 750 | 900

How To Order Information

. 1" 8780-1-3-A-M3

End Connection = Seat/Seal

Size Model Ball/Stem Handle Options = Revision
/4"~ 4"FP 778=WCB, Full Port 0=Threaded 1=Uniseal/PTFE | 3=316 SS A=Lever
878=CF8M, Full Port 1=Socket Weld B=Lockable
2=Butt Weld | C=0val
3=SW x Thd CB=0val Locking
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