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Contromatics
Bronze Ball Valves

The new M3 version is now offered as a full port in sizes 1/4"-3" threaded end

and 3/8"-3" solder end. With UnisealTM, (modified virgin PTFE), seats, we can offer

higher operating pressureltemperature limits, with a steam rating of 150 WSP (over

50 psi steam requires Stainless Steel trim), and temperatures from O"F to +400°F @

100 psi.
Constructed of ASTM B584-C83600 material, the new M3 version of the

Contromatics Bronze two-piece contains 25% less lead, has increased mechanical

strength and higher melting point allowing the valve to be either soldered or sil
brazed into your line.

Features& Benefits
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150PSISaturatedSteam

\ / Conformsto MSS-SP-110

Blow-Out Proof Stem

Screwed and Solder Ends

ASTM B584-C83600Body

Positive Grounding

Full Port Thru 3"

B6000-M3/B6001-M3
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Contromatics Bronze Ball Valves B6000-M3/B6001-M3
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Threaded

B6000-M3, 1/4" thru 3"
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SolderEnds
B6001-M3,3/8"thru3"

Materials of Construction
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DimensionalData

Flow Coefficient ICv)

1/4
6.5

3

530

'---"

OperatingTorque(In-Lb)

1/4
30

3
675

Size
1f4"-3"

Model

6000=Bronze, FullPort, Threaded
6001=Bronze, FullPort, Solder

KFClP-B6BBB-JanB3-HP-Ry

Trim (Ball/Stem)
Blank=Brass
SS=316SS

Options
Blank=Lever

LH=Lever Locking
OV=Oval
OVLH=Oval Locking

BS=Balancing Stop
XH=Extended Handle
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Index Description Material
1 Nut AISI-lOlO Steel

2 Handle A283-D Steel, Vinyl Insulator
3 Packing Nut B16-C36000

4 Stem Packing PTFE

5
Stem B16-C36000

Stem, SS Version 316 Stainless Steel

6 Body B584-C83600

7 Seat UnisealTM

Ball, 1f4"-3/4" B16-C36000, Hard Chrome Plate

8 Ball, 1"-3" B124-C37700, Hard Chrome Plate

Ball, SS Version 316 Stainless Steel

9 Adapter B124-C37700

12 Thrust Washer PTFE

Dim Size(In.)
1/4 3/8 1/2 3/4 1 11/4 11/2 2 2112 3

L 1.81 1.81 2.17 2.56 2.95 3.43 3.74 4.33 5.35 6.06
L1 - 1.65 1.93 2.76 3.31 3.78 4.29 5.31 6.42 7.28
H 1.45 1.45 1.54 1.97 2.13 2.60 2.76 3.46 3.86 4.17
0 .39 .39 .50 .79 .98 1.26 1.50 1.97 2.48 2.95
A 3.31 3.31 3.31 4.65 4.65 5.28 5.28 7.87 7.87 7.87.


